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Cat5e FTP PE 4 pair 24 AWG 

Physical Characteristics 

Inner Conductor:  Bare Copper 

AWG:    24 

No. of Pairs:   4 

Insulation:   High Density Polyethylene 

Drain wire:   Stranded tinned copper wire 

Outer Shield:   Aluminium-Foil Shield White 

Outer Jacket:   0.50mm Polyethylene Black 

NOM OD:  6.10mm 
 

Design 
 
 
 
 
 
 
 
 
 
 
 
 
 

Electrical Characteristics 
Max.Conductor DC Resistance at 20℃（Ω/Km）:  84.6 

Rated Temperature(℃):     60 

Velocity ratio  :      65% 

 

Frequency 
(MHz) 

RL 
(dB)Min 

Attenuation 
(dB/100m)Max 

NEXT 
(dB) 

ACR 
(dB) 

ELFEXT 
 (dB) 

PSELFEXT 
(dB) 

Impedance  
(Ohm) 

0.722  22.60  1.82  67.00  65.00  66.00  63.00    

1.000  23.10  2.00  65.30  63.00  63.80  60.80    

4.000  23.00  4.10  56.30  51.00  51.70  48.70    

8.000  24.50  5.80  51.80  45.00  45.70  42.70    

10.00  25.00  6.50  50.30  43.00  43.80  40.80    

16.00  25.00  8.20  47.30  37.00  39.70  36.70  100±15 

20.00  25.00  9.30  45.80  35.00  37.70  34.70    

25.00  24.20  10.23  44.30  32.00  35.80  32.80    

31.25  23.30  11.71  42.90  29.00  33.90  30.90    

62.50  20.70  17.25  38.40  19.00  27.80  24.80    

100.00  19.24  22.00  35.30  9.00  23.80  20.80    

 

Polyester tape 

Al-foil 

Rip-cord 

Conductor 

Insulation 

Jacket 

Drain wire 


